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CRX100

Recessed Lighting Solutions for the 
adventurous. The recessed lighting 
collections offer a creative approach 
to i l luminat ion,  geometry,  and 
color. Available in various widths, 
ranging from 35mm to 100mm, 
these luminaires are designed to 
capture attention in retail spaces, 
public buildings, and offices that 
emphasize their corporate identity.

The product is available in custom 
sizes and lengths, offering a variety 
of customization options, including 
curves,  corners,  f in ishes,  and 
integrated accessories.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 80%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

3.94''
100mm

4.65''
118mm

1.
57

''
40

m
m

Recessed Bracket
U type metal clip

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

Diffuser
Curved pmma

diffuser
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CS35

The ideal design, featuring side 
emission, is available in widths of 35 
mm and 50 mm. This collection is 
compatible with a full range of LED 
Flex products, providing the flexibility 
to meet diverse power and output 
requirements, including but not 
limited to snake strips. Whether you 
need circular rings or custom project 
solutions, our products will illuminate 
your hallways, reception areas, and 
meeting spaces.

Standard finishes include white and 
black sandblasted options, as well 
as raw material choices, with many 
additional options available upon 
request. Custom-made radii can 
also be provided upon request.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 74%)

LED
- Efficacy: up to 100lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Wire Suspension
Stainless steel 

cable

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

0.98''
25mm

1.
38

''
35

m
m

Diffuser
Curved pmma

diffuser
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CS50

The ideal design, featuring side 
emission, is available in widths of 35 
mm and 50 mm. This collection is 
compatible with a full range of LED 
Flex products, providing the flexibility 
to meet diverse power and output 
requirements, including but not 
limited to snake strips. Whether you 
need circular rings or custom project 
solutions, our products will illuminate 
your hallways, reception areas, and 
meeting spaces.

Standard finishes include white and 
black sandblasted options, as well 
as raw material choices, with many 
additional options available upon 
request. Custom-made radii can 
also be provided upon request.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 75%)

LED
- Efficacy: up to 100lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø700mm
- Max: No limitation

Curved Shapes
- Min. Radius: 350mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Wire Suspension
Stainless steel 

cable

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

1.18''
30mm

1.
97

''
50

m
m

Diffuser
Curved pmma

diffuser
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CS35D

The newly developed double light 
collection is an appealing and eye-
catching product. It boasts double-
sided lighting with a range of color 
options for the housing, as well as 
an extensive selection of LED SMD 
options suitable for various lighting 
applications.

The pendant luminaire, measuring 
35 mm in width, is available in 
var ious custom diameters and 
offers a wide range of customization 
options, including different diffuser 
colors, indirect lighting, and color 
combinations.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 76%)

LED
- Efficacy: up to 100lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø700mm
- Max: No limitation

Curved Shapes
- Min. Radius: 350mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Wire Suspension
Stainless steel 

cable

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

Diffuser
Curved pmma

diffuser

1.53''
39mm

1.
60

''
41

m
m
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CT27

The elegant, narrow lines of light 
in the room create a modern and 
soph is t ica ted ambiance.  Th is 
innovative lighting solution, with 
a width of just 30 mm, offers a 
trimless installation and provides a 
wide range of curves and straight 
elements that can be connected 
seamlessly. Its height of 15 mm 
and opal PMMA diffuser, with a light 
transmittance of up to 74%, ensure 
glare-free and uniform illumination.

I ts  innovat ive  des ign enab les 
limitless configurations, removing 
the limitations of traditional 45°, 90°, 
or 120° angles and empowering 
users to customize their lighting 
experience.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 74%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø700mm
- Max: No limitation

Curved Shapes
- Min. Radius: 350mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Trimless Bracket
L type stainless 

steel bracket

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

2.76''
70mm

1.18''
30mm

0.
57

''
15

m
m

Diffuser
Curved pmma

diffuser
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CT35N

The CT fami ly of  luminaires is 
available in four different widths: 35, 
50, 80, and 100 millimeters. They 
utilize the same product for both 
surface-mounted and suspended 
installations, with the addition of an 
"L" bracket for trimless recessed 
mounting. These luminaires offer 
direct lighting options, including 
high-efficiency LED boards and 
24V SMD LED edge-lit solutions. 
They are designed to deliver fully 
customized solutions for projects, 
with a strong emphasis on meeting 
client needs from conceptualization 
to completion.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 74%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Trimless Bracket
L type stainless 

steel bracket

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

1.38''
35mm

4.52''
115mm

1.
47

''
38

m
m

Diffuser
Curved pmma

diffuser
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CT50S

The CT fami ly of  luminaires is 
available in four different widths: 35, 
50, 80, and 100 millimeters. They 
utilize the same product for both 
surface-mounted and suspended 
installations, with the addition of an 
"L" bracket for trimless recessed 
mounting. These luminaires offer 
direct lighting options, including 
high-efficiency LED boards and 
24V SMD LED edge-lit solutions. 
They are designed to deliver fully 
customized solutions for projects, 
with a strong emphasis on meeting 
client needs from conceptualization 
to completion.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 75%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Trimless Bracket
L type stainless 

steel bracket

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

1.99''
51mm

5.12''
130mm

1.
97

''
50

m
m

Diffuser
Curved pmma

diffuser
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CXT80

The CT fami ly of  luminaires is 
available in four different widths: 35, 
50, 80, and 100 millimeters. They 
utilize the same product for both 
surface-mounted and suspended 
installations, with the addition of an 
"L" bracket for trimless recessed 
mounting. These luminaires offer 
direct lighting options, including 
high-efficiency LED boards and 
24V SMD LED edge-lit solutions. 
They are designed to deliver fully 
customized solutions for projects, 
with a strong emphasis on meeting 
client needs from conceptualization 
to completion.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 80%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Trimless Bracket
L type stainless 

steel bracket

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

3.15''
80mm

6.30''
160mm

1.
57

''
40

m
m

Diffuser
Curved pmma

diffuser
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CXT100

The CT fami ly of  luminaires is 
available in four different widths: 35, 
50, 80, and 100 millimeters. They 
utilize the same product for both 
surface-mounted and suspended 
installations, with the addition of an 
"L" bracket for trimless recessed 
mounting. These luminaires offer 
direct lighting options, including 
high-efficiency LED boards and 
24V SMD LED edge-lit solutions. 
They are designed to deliver fully 
customized solutions for projects, 
with a strong emphasis on meeting 
client needs from conceptualization 
to completion.
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Material
- Curved extruded aluminium

OPTIC
- NEW OPAL PMMA (light trans.: 80%)

LED
- Efficacy: up to 90lm/W (after cover)
- Color:
  2700K / 3000K / 4000K / 6000K
  RGB / RGBW
- CRI>90
- Lifetime: 50 000H

Electrical Connection
- on/off
- DALI

Circular Rings
- Min. Diameter: Ø600mm
- Max: No limitation

Curved Shapes
- Min. Radius: 300mm
- Base on your project design,
  Made to order

Type of Installation

Type of Light Distribution

Dimension

Color

Trimless Bracket
L type stainless 

steel bracket

Join Section
Customized 

joiner

End Cap
Durable screwless 
aluminum endap

3.93''
100mm

7.09''
180mm

1.
57

''
40

m
m

Diffuser
Curved pmma

diffuser
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LW-CR35

Location

Diameter

Israel

3500 mm

LW-C50S

Location The United Arab Emirates

Measurement 5277 × 3130 mm
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LW-C35N

Location

Measurement

LW-C50S

Location

Measurement

Spain

2600 x 600 mm

47

Ecuadora

3088 x 1840 mm
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LW-CR35

Location

Measurement

The United Kingdom

4210 x 2100 mm

LW-C50N

Location

Measurement

Spain

7094 x 3985 mm
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LW-CS35

Location

Diameter

The United Kingdom

1500 / 1700 / 2000 mm

LW-C35N

Location

Measurement

Vietnam

675   x 4140 mm
1500 x 4500 mm
675   x 4140 mm

49
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LW-C35N

Location

Measurement

The Netherlands

10000 x 7500 mm

LW-C50S

Location

Diameter

Australia

800 / 1200 / 1600 / 2000 mm
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LW-C25H

Location

Diameter

Italy

600 / 800 mm

LW-CX80

Location

Measurement

Singapore

2050 x 4100 mm

51
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LW-C50N

Location Australia

Measurement 5565 x 1658 mm

LW-C35N

Location

Diameter

The Netherlands

1200 mm





LEDWIDE LIGHTING CO., LTD   
Address: 

Postcode: 
Tel: 

Mobile:
Contact: 

Email:

1-2/F, Building A2, Sinopol Ind.Park, First Industrial Zone, 
BaiHua communities, Guangming District, Shenzhen, P.R. China
518107
86 755 29362351
0086-018680360436 (Wechat/Whatsapp)                                      
Ms Lily Liu (sales manager)     
info@ledwide.com

www.ledwide.com


